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C O M M E R C I A L  B U L L E T I N

EVERYTHING YOU NEED TO MAKE YOUR 
SELECTION EASIER IS RIGHT ONLINE 

There are plenty of good reasons why Building Owners, 

Property Managers, Design Consultants including Architects, 

Engineers and Interior Designers or Contractors and Plumbers 

depend on Delta – it’s about having partners that understand 

your business providing  you with continuous support and 

customer satisfaction. 

Delta has a number of online resources that will provide 

the most up-to-date information and provide you with the 

support you need. Visit  us at any of the following websites 

for information:  

deltacommercialfaucets.com – Delta’s user-friendly 

commercial website that features our most popular and 

newest products plus technology information. You can 

quickly search products by project type, newer products  

or model numbers. This site also includes case studies,  

the ability to download literature and allows you to search 

for a distributor location in your area. 

deltafaucet.ca – Your online resource for Delta residential 

and related products. If you’re looking for a particular faucet 

combination and you don’t see it in a printed catalogue, 

check out our user-friendly website which includes products 

exclusive to Canada. 

specselect.com – Your state-of-the-art tool that delivers exact, 

speci�c and instantaneous information for sourcing commercial 

faucets. Explore over 40,000 models for all your project needs! 

Now this site provides downloadable Autodesk Revit (BIM) �les 

on a selection of our most frequently speci�ed products. 
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 C O M M E R C I A L  B U L L E T I N

DELTA’S COMMITMENT TO HELPING YOU SPECIFY wITH GREATER EFFICIENCY: 
AUTODESK REVIT FILES FOR BUILDING INFORMATION MODELING 

Delta is pleased to announce the availability of downloadable Autodesk Revit® 

fi les Building Information Modeling (BIM) on its two commercial focused 

websites, Delta Commercial (deltacommercialfaucets.com) and SpecSelect 

(specselect.com). Revit fi les will allow users to design 3D visual models and 

2D drafting elements, helping to save time, increase effi ciency and reduce costs. 

Design changes are automatically updated from beginning to end stages and 

users can conduct scenario testing before any construction begins. 

As a leader in the commercial industry for decades, Delta understands the 

unique issues of this ever changing market and strives to continually provide 

innovative products and services that meet the needs of our clients. The addition 

of Autodesk Revit fi les promotes better design fl exibility and allows users to 

specify products in a more effi cient manner.  

Downloadable Autodesk Revit® fi les are now available on a selection of our most 

frequently specifi ed products, including the 81T Electronic Flush Valve Series with 

H2Optics® Techology and Arzo® and Grail® with Proximity™ Sensing Technology. 

Product listings featuring Autodesk Revit (.RFA) fi les are now available within 

the product detail pages of deltacommercialfaucets.com and specselect.com.

SUBSTANTIALLY REDUCE BACKSPLASH 
FROM wITHIN THE DRAIN wITH 
DELTA’S HOODED OPEN GRID STRAINER

Delta’s hooded open grid strainer made with cast brass 

featuring a chrome fi nish is designed to substantially 

reduce backsplash from within the drain and aims to 

reduce splash out of the sink. The direct fl ow of water 

curls around the hood and aids in the reduction of 

backsplash. The hooded cap is removable for cleaning 

and is available in offset or inline style variations. 

N E W  P R O D U C T  U P D AT E 

33T260-1DC 33T290-1DC

nOW AVAILABLe: 
2011 DELTA COMMERCIAL PRODUCT 
SPECIFICATION BINDER

We are very pleased to inform you of the availability 

of Delta’s 2011 Product Specifi cation binders for 

Commercial products. The binder contains a full line 

catalogue that showcases our residential line – 

for easy referencing – and a shrink wrapped package 

of our Commercial specifi cation sheets by series. 

To order a copy of this package, please contact your 

local Sales Representative or you can also refer to 

specselect.com for the most up-to-date series and 

model specifi cation sheets. 

SPOUT & SENSOR
OUTLET
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.

Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.
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DSP–590T Rev. D Page 4.C.1

Electronic Faucet  590T0 & 590T1 Series

Engineer/Architect Approval
Model Specified:
Approval: 

Date:

* Mixing Valve supplied by others.  (1) With Thermostatic Limit Stop.  (2) HydroPower™ available.  Add suffix -HP. 

Flow Rates are at 60 PSI.

Refer to www.specselect.com for individual models. 

Note: Use this page front and back, with specification drawing page referenced above, as product submittal sheets.

Specification: (example)• Battery (4 ‘C’ cell) or Hardwire (24 VAC) infrared electronic handwash system

• H2Optics® technology – no external adjustments required
• Chrome plated one piece CAST Hi-Rise spout with integral sensor 
•  Adjustable sensing range and timeout  • Audible low battery indicator •  Forged brass solenoid valve (control box No. 0 only)
•  Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

and... with... (specify battery or hardwire) with... (add spout required) with... (add outlet required) with... (add control box required) with... (HydroPower™ – add suffix -HP if required – See Back Page)

   with... (transformer – specify separately – See Back Page) 

590T0120

SPOUT & SENSOR
OUTLET

CONTROL BOX

Base Model with  Surface Mount Housing*SEE Specification Drawing #13 (2)
For RECESSED MOUNTING Components ASSEMBLED in  10" Box w/S/S Cover.* SEE Specification Drawing #14

Vandal Resistant 1.5 USGPM (5.7 L/min.) Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 1.5 USGPM (5.7 L/min.) Flow Control Aerator

Single Hole  
Deckmount Hi-Rise Spout  with Integral Sensor

Deckmount Hi-Rise Spout  with Integral Sensor and  4" Forged Coverplate

Vandal Resistant 0.5 USGPM (1.9 L/min.)Flow Control Non-Aerating Spray Outlet

Vandal Resistant 1.0 USGPM (3.8 L/min.)Flow Control Non-Aerating Spray Outlet

Deckmount Hi-Rise Spout  with Integral Sensor and  8" Forged Coverplate
For RECESSED MOUNTING Components & Thermostatic Mixing Valve ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #16

For RECESSED MOUNTING Components & Mechanical Mixing Valve (1) ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #15

 DESCRIPTION 
  PRODUCT NO.

 Hardwire 
590T0

 Battery Operated 
590T1 Hardwire with Battery Backup 590T0

-BB

To specify as separate rough-in and trim –  see back of this page
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.

Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.

®

DSP–590T Rev. D Page 4.C.1

Electronic Faucet  590T0 & 590T1 Series

Engineer/Architect Approval
Model Specified:
Approval: 

Date:

* Mixing Valve supplied by others.  (1) With Thermostatic Limit Stop.  (2) HydroPower™ available.  Add suffix -HP. 

Flow Rates are at 60 PSI.

Refer to www.specselect.com for individual models. 

Note: Use this page front and back, with specification drawing page referenced above, as product submittal sheets.

Specification: (example)• Battery (4 ‘C’ cell) or Hardwire (24 VAC) infrared electronic handwash system

• H2Optics® technology – no external adjustments required
• Chrome plated one piece CAST Hi-Rise spout with integral sensor 
•  Adjustable sensing range and timeout  • Audible low battery indicator •  Forged brass solenoid valve (control box No. 0 only)
•  Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

and... with... (specify battery or hardwire) with... (add spout required) with... (add outlet required) with... (add control box required) with... (HydroPower™ – add suffix -HP if required – See Back Page)

   with... (transformer – specify separately – See Back Page) 

590T0120

SPOUT & SENSOR
OUTLET

CONTROL BOX

Base Model with  Surface Mount Housing*SEE Specification Drawing #13 (2)
For RECESSED MOUNTING Components ASSEMBLED in  10" Box w/S/S Cover.* SEE Specification Drawing #14

Vandal Resistant 1.5 USGPM (5.7 L/min.) Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 1.5 USGPM (5.7 L/min.) Flow Control Aerator

Single Hole  
Deckmount Hi-Rise Spout  with Integral Sensor

Deckmount Hi-Rise Spout  with Integral Sensor and  4" Forged Coverplate

Vandal Resistant 0.5 USGPM (1.9 L/min.)Flow Control Non-Aerating Spray Outlet

Vandal Resistant 1.0 USGPM (3.8 L/min.)Flow Control Non-Aerating Spray Outlet

Deckmount Hi-Rise Spout  with Integral Sensor and  8" Forged Coverplate
For RECESSED MOUNTING Components & Thermostatic Mixing Valve ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #16

For RECESSED MOUNTING Components & Mechanical Mixing Valve (1) ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #15

 DESCRIPTION 
  PRODUCT NO.

 Hardwire 
590T0

 Battery Operated 
590T1 Hardwire with Battery Backup 590T0

-BB

To specify as separate rough-in and trim –  see back of this page

Engineer/Architect Approval

Model Specified:

Approval: Date:
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.
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CDSP–21C Page 1.C.1

See Series 27C4, 27C5 for 4" Gooseneck Spout Centersets.  (1) H & C Temperature Indicator available. Add suffix –TI. Flow Rates are at 60 PSI.
Refer to www.specselect.com for individual models. Note: Use this page front and back as a product submittal sheet.

Specification: (example)
•  HEAVY DUTY CAST BRASS centerset faucet
• 102mm (4") centers, two handle 
• Polished chrome plated finish with polished underspout
• Metal hold-down package
•  Color indexed metal handles with 

vandal resistant screws
• CER-TECK® 1/4 turn ceramic structures
and … with … (add product variation required)

with … (add outlet required)
with … (add handle required)
with … (add suffix -TI if required – See Back Page)

Cast Centerset Faucets  
4" Centers

21C14421C143 

HANDLEOUTLETPRODUCT VARIATION

Standard Product  
With Chain Stay
Less Plug & Chain

Standard Product
Less Pop-up
(No Pop-up Hole)

Standard Product
With Metal Pop-up

Standard Product  
with Cast Open 
Grid Strainer
(No Pop-up Hole)

Standard Product  
With Cast Offset 
Open Grid Strainer  
(No Pop-up Hole)

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Standard 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Vandal Resistant 
0.5 USGPM (1.9 L/min.) 
Flow Control 
Non-Aerating Spray Outlet

Five Flute Handles

102mm (4")  
Hooded Blade
Handles (1)

76mm (3")
Lever Blade
Handles (1)

102mm (4")  
Blade Handles,  
Sanitary Hoods (1)

152mm (6")
Wrist Handles,
Sanitary Hoods

76mm (3")
Self-Closing  
Lever Blade Handles

Five Flute
Self-Closing Handles

DESCRIPTION PRODUCT NO.
 4" Centerset Faucet 21C

4

®

Page 4.C.1

Flow Rates are at 60 PSI.

Note: Use this page front and back, with specification drawing page referenced above, as product submittal sheets.

Battery (4 ‘C’ cell) or 
Battery (4 ‘C’ cell) or 
Battery Hardwire (24 VAC) infrared electronic handwash system

• H2Optics® technology – no external adjustments required

 (4 ‘C’ cell) or  technology – no external adjustments required

 (4 ‘C’ cell) or  (24 VAC) infrared electronic handwash system
 technology – no external adjustments required

 (24 VAC) infrared electronic handwash system
• Chrome plated one piece 

 technology – no external adjustments required
Chrome plated one piece 

 technology – no external adjustments requiredCAST Hi-Rise spout with integral sensor 

 technology – no external adjustments required Hi-Rise spout with integral sensor 

 technology – no external adjustments required•  Adjustable sensing range and timeout  

Chrome plated one piece Adjustable sensing range and timeout  

Chrome plated one piece  Hi-Rise spout with integral sensor 
Adjustable sensing range and timeout  

 Hi-Rise spout with integral sensor • Audible low battery indicator 

Adjustable sensing range and timeout  Audible low battery indicator 

Adjustable sensing range and timeout  •  Forged brass solenoid valve (control box No. 0 only)

Audible low battery indicator orged brass solenoid valve (control box No. 0 only)

Audible low battery indicator 
• Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

orged brass solenoid valve (control box No. 0 only)
Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

orged brass solenoid valve (control box No. 0 only)

590T0120

CONTROL BOXCONTROL BOX
CONTROL BOXCONTROL BOX
CONTROL BOX

Specification Drawing #13 (2)

Mechanical Mixing Valve (1) 

Engineer/Architect Approval

Model Specified:

Approval: Date:
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.

®

CDSP–21C Page 1.C.1

See Series 27C4, 27C5 for 4" Gooseneck Spout Centersets.  (1) H & C Temperature Indicator available. Add suffix –TI. Flow Rates are at 60 PSI.
Refer to www.specselect.com for individual models. Note: Use this page front and back as a product submittal sheet.

Specification: (example)
•  HEAVY DUTY CAST BRASS centerset faucet
• 102mm (4") centers, two handle 
• Polished chrome plated finish with polished underspout
• Metal hold-down package
•  Color indexed metal handles with 

vandal resistant screws
• CER-TECK®CER-TECK®CER-TECK  1/4 turn ceramic structures
and … with … (add product variation required)

with … (add outlet required)
with … (add handle required)
with … (add suffix -TI if required – See Back Page)

Cast Centerset Faucets 
4" Centers

21C14421C143

HANDLEOUTLETPRODUCT VARIATION

Standard Product 
With Chain Stay
Less Plug & Chain

Standard Product
Less Pop-up
(No Pop-up Hole)

Standard Product
With Metal Pop-up

Standard Product 
with Cast Open 
Grid Strainer
(No Pop-up Hole)

Standard Product 
With Cast Offset 
Open Grid Strainer 
(No Pop-up Hole)

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Standard 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Vandal Resistant 
0.5 USGPM (1.9 L/min.)
Flow Control
Non-Aerating Spray Outlet

Five Flute Handles

102mm (4") 
Hooded Blade
Handles (1)

76mm (3")
Lever Blade
Handles (1)

102mm (4") 
Blade Handles, 
Sanitary Hoods (1)

152mm (6")
Wrist Handles,
Sanitary Hoods

76mm (3")
Self-Closing 
Lever Blade Handles

Five Flute
Self-Closing Handles

DESCRIPTION PRODUCT NO.
4" Centerset Faucet 21C

Engineer/Architect Approval

Model Specified:

Approval: Date:
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.

®

CDSP–21C Page 1.C.1

See Series 27C4, 27C5 for 4" Gooseneck Spout Centersets.  (1) H & C Temperature Indicator available. Add suffix –TI. Flow Rates are at 60 PSI.
Refer to www.specselect.com for individual models. Note: Use this page front and back as a product submittal sheet.

Specification: (example)
•  HEAVY DUTY CAST BRASS centerset faucet
• 102mm (4") centers, two handle 
• Polished chrome plated finish with polished underspout
• Metal hold-down package
•  Color indexed metal handles with 

vandal resistant screws
• CER-TECK® 1/4 turn ceramic structures
and … with … (add product variation required)

with … (add outlet required)
with … (add handle required)
with … (add suffix -TI if required – See Back Page)

Cast Centerset Faucets  
4" Centers

21C14421C143 

HANDLEOUTLETPRODUCT VARIATION

Standard Product  
With Chain Stay
Less Plug & Chain

Standard Product
Less Pop-up
(No Pop-up Hole)

Standard Product
With Metal Pop-up

Standard Product  
with Cast Open 
Grid Strainer
(No Pop-up Hole)

Standard Product  
With Cast Offset 
Open Grid Strainer  
(No Pop-up Hole)

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Standard 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Vandal Resistant 
0.5 USGPM (1.9 L/min.) 
Flow Control 
Non-Aerating Spray Outlet

Five Flute Handles

102mm (4")  
Hooded Blade
Handles (1)

76mm (3")
Lever Blade
Handles (1)

102mm (4")  
Blade Handles,  
Sanitary Hoods (1)

152mm (6")
Wrist Handles,
Sanitary Hoods

76mm (3")
Self-Closing  
Lever Blade Handles

Five Flute
Self-Closing Handles

DESCRIPTION PRODUCT NO.
 4" Centerset Faucet 21C

Learn More: specselect.com
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C O M M E R C I A L  B U L L E T I N

81T ELECTRONIC FLUSH VALVE SERIES 
WITH H2OPTICS® TECHNOLOGY

81T MANUAL FLUSH 
VALVE SERIES

1600T CONCEALED  
ELECTRONIC  
FLUSH VALVE  
SERIES

Questions? 
Contact Peter Ashton, Commercial Sales  
Development Manager for Masco Canada  
905-712-3030 
pashton@mascocanada.com

Having the flexibility to  
adjust flow rates is key As  

no TWo FIXTURES ARE THE SamE.  

The EZ Adjust™ smart feature accommodates various 

flush volume requirements with a simple turn of an 

external adjustment screw and is featured on many of 

Delta’s electronic and manual flush valves from the  

81T, 83T and 1600T Series.

The EZ Adjust smart feature allows for Delta flush 

valves to have a consistent performance with a broad 

assortment of fixtures, including fine tuning as is 

often required with “fussy” bowl designs. The external 

regulating screw allows for flow rate adjustments 

without having to turn off the water supply lines or 

interfere with the integral parts. The adjustment flush 

range is from 0.125 gpf (0.5 Lpf) to 3.4 gpf (13 Lpf). 

Our flush valves with this feature are cost effective  

as there is no need to replace diaphragms or pistons  

in order to adjust flow rates. The intuitive design of  

EZ Adjust smart feature provides you with the flexibility  

to meet your personal needs. 

EZ
 
ADJUST

EZ ADJUST  
SMART FEATURE


