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B U L L E T I N  C O M M E R C I A L 

TOUT CE DONT VOUS AVEZ BESOIN 
POUR FAIRE VOTRE CHOIX PLUS 
FACILEMENT EST EN LIGNE 

Il existe plusieurs bonnes raisons pour lesquelles les maîtres 
de l’ouvrage, les gestionnaires immobiliers, les conseillers en 
conception, y compris les architectes, les ingénieurs et les 
designers d’intérieurs, ou les entrepreneurs et les plombiers 
comptent sur Delta – il s’agit d’avoir des partenaires qui 
comprennent votre entreprise et vous offrent un soutien continu 
et la satisfaction de la clientèle.

Delta offre une foison de ressources en ligne qui vous fourniront 
des renseignements actualisés et vous apporteront le soutien 
dont vous avez besoin. Pour obtenir des renseignements, 
veuillez nous visiter à n’importe lequel des sites Web suivants :

 

deltacommercialfaucets.com – Le site Web commercial 
convivial de Delta présente les produits les plus nouveaux et 
plus populaires, en plus des renseignements technologiques. 
Vous pouvez rapidement rechercher les produits par type de 
projet, par nouveaux produits ou par numéros de modèle. 
Ce site comprend aussi des études de cas, la possibilité de 
télécharger de la documentation et vous permet de rechercher 
l’emplacement d’un distributeur dans votre région.

deltafaucet.ca – Votre ressource en ligne pour les 
produits de Delta résidentiel et les produits connexes.  
Si vous êtes à la recherche d’une combinaison particulière 
de robinets et que vous ne le voyez dans un catalogue 
imprimé, veuillez consulter notre site Web convivial qui 
comprend des produits exclusifs au Canada.

specselect.com – Votre outil à la fine pointe de la 
technologie qui affiche des renseignements exacts, 
précis et instantanés, afin déterminer la source 
d’approvisionnement des robinets commerciaux. 
Découvrez plus de 40 000 modèles de robinets pour 
répondre aux besoins de vos projets! Ce site offre 
maintenant des fichiers téléchargeables Autodesk 
Revit (BIM) d’une sélection de nos produits les plus 
fréquemment mentionnés.
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L’ENGAGEMENT DE DELTA POUR VOUS AIDER À SPÉCIFIER LES PRODUITS AVEC 
PLUS D’EFFICACITÉ : LES FICHIERS AUTODESK REVIT POUR LA MODÉLISATION 
DES DONNÉES DU BÂTIMENT 

Delta se fait un plaisir d’annoncer la disponibilité des fi chiers téléchargeables pour la 
modélisation des données du bâtiment (BIM) d’Autodesk RevitMD sur deux de ses sites 
Web dédiés commerciaux : Delta Commercial (deltacommercialfaucets.com) et SpecSelect 
(specselect.com). Les fi chiers Revit permettront aux utilisateurs de concevoir des modèles 
visuels 3D ainsi que des éléments de dessins techniques 2D, le tout pour épargner du 
temps, accroître l’effi cacité et réduire les coûts. Les modifi cations au design se actualisées 
automatiquement du début des étapes jusqu’à la fi n, et les utilisateurs peuvent exécuter des 
tests de scénarios avant que toute construction ne commence.

En tant que chef de fi le dans l’industrie commerciale depuis des décennies, Delta comprend 
les problèmes particuliers qu’apporte un marché en constante évolution et s’efforce de 
continuellement offrir des produits novateurs ainsi que des services qui répondent aux 
besoins de nos clients. L’ajout des fi chiers Autodesk Revit favorise une meilleure fl exibilité de 
design et permet aux utilisateurs de spécifi er des produits de manière plus effi cace.

Les fi chiers téléchargeables Autodesk RevitMD sont maintenant disponibles sur une 
sélection de nos produits les plus souvent mentionnés, y compris la soupape de chasse 
d’eau électronique de la série 81T avec la technologie H2OpticsMD, et ArzoMD et GrailMD 
avec la technologie de détection ProximityMC. Les produits répertoriés avec les fi chiers 
Autodesk Revit (.RFA) sont maintenant disponibles dans les pages de détail des produits 

deltacommercialfaucets.com et specselect.com.

RÉDUISEZ LES ÉCLABOUSSURES 
AVEC LA CRÉPINE À GRILLAGE OUVERT  
À CAPUCHON COIFFANT DE DELTA

La crépine à grillage ouvert à capuchon coiffant de Delta 
est fabriquée en laiton fondu avec une fi nition chromée. 
Elle est conçue pour réduire considérablement les 
éclaboussures qui se produisent vers l’arrière de l’intérieur 
du drain et elle vise à réduire les éclaboussures qui sortent 
du lavabo. Le débit d’eau s’enroule directement autour 
du capuchon et aide à réduire les éclaboussures qui se 
produisent vers l’arrière. Le capuchon coiffant est amovible 
pour le nettoyage et il est offert dans des variétés de styles 

à écart (offset) ou en ligne.

M I S E  À  J O U R  D E S 

N O U V E A U X  P R O D U I T S 

33T260-1DC 33T290-1DC

DIsPonIBLe maInTenanT : 
LE CLASSEUR DES SPÉCIFICATIONS DES 
PRODUITS COMMERCIAUX DE DELTA 2011

Nous sommes très heureux de vous informer de la 
disponibilité du classeur des spécifi cations des produits 
commerciaux de Delta 2011 présentant les produits 
commerciaux. Ce classeur comprend un catalogue de la 
gamme complète dans lequel est présentée notre collection 
résidentielle – pour une référence facile – ainsi qu’un 
emballage moulant de nos feuilles de spécifi cations 
commerciales par séries.

Si vous désirez commander un exemplaire de cet ensemble, 
veuillez contacter votre représentant local de ventes, ou vous 
pouvez aussi vous consulter specselect.com pour avoir accès 
aux séries les plus actualisées et aux feuilles de spécifi cations 
des modèles.
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.

Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.
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DSP–590T Rev. D Page 4.C.1

Electronic Faucet  590T0 & 590T1 Series

Engineer/Architect Approval
Model Specified:
Approval: 

Date:

* Mixing Valve supplied by others.  (1) With Thermostatic Limit Stop.  (2) HydroPower™ available.  Add suffix -HP. 

Flow Rates are at 60 PSI.

Refer to www.specselect.com for individual models. 

Note: Use this page front and back, with specification drawing page referenced above, as product submittal sheets.

Specification: (example)• Battery (4 ‘C’ cell) or Hardwire (24 VAC) infrared electronic handwash system

• H2Optics® technology – no external adjustments required
• Chrome plated one piece CAST Hi-Rise spout with integral sensor 
•  Adjustable sensing range and timeout  • Audible low battery indicator •  Forged brass solenoid valve (control box No. 0 only)
•  Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

and... with... (specify battery or hardwire) with... (add spout required) with... (add outlet required) with... (add control box required) with... (HydroPower™ – add suffix -HP if required – See Back Page)

   with... (transformer – specify separately – See Back Page) 

590T0120

SPOUT & SENSOR
OUTLET

CONTROL BOX

Base Model with  Surface Mount Housing*SEE Specification Drawing #13 (2)
For RECESSED MOUNTING Components ASSEMBLED in  10" Box w/S/S Cover.* SEE Specification Drawing #14

Vandal Resistant 1.5 USGPM (5.7 L/min.) Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 1.5 USGPM (5.7 L/min.) Flow Control Aerator

Single Hole  
Deckmount Hi-Rise Spout  with Integral Sensor

Deckmount Hi-Rise Spout  with Integral Sensor and  4" Forged Coverplate

Vandal Resistant 0.5 USGPM (1.9 L/min.)Flow Control Non-Aerating Spray Outlet

Vandal Resistant 1.0 USGPM (3.8 L/min.)Flow Control Non-Aerating Spray Outlet

Deckmount Hi-Rise Spout  with Integral Sensor and  8" Forged Coverplate
For RECESSED MOUNTING Components & Thermostatic Mixing Valve ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #16

For RECESSED MOUNTING Components & Mechanical Mixing Valve (1) ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #15

 DESCRIPTION 
  PRODUCT NO.

 Hardwire 
590T0

 Battery Operated 
590T1 Hardwire with Battery Backup 590T0

-BB

To specify as separate rough-in and trim –  see back of this page
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.

Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.
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DSP–590T Rev. D Page 4.C.1

Electronic Faucet  590T0 & 590T1 Series

Engineer/Architect Approval
Model Specified:
Approval: 

Date:

* Mixing Valve supplied by others.  (1) With Thermostatic Limit Stop.  (2) HydroPower™ available.  Add suffix -HP. 

Flow Rates are at 60 PSI.

Refer to www.specselect.com for individual models. 

Note: Use this page front and back, with specification drawing page referenced above, as product submittal sheets.

Specification: (example)• Battery (4 ‘C’ cell) or Hardwire (24 VAC) infrared electronic handwash system

• H2Optics® technology – no external adjustments required
• Chrome plated one piece CAST Hi-Rise spout with integral sensor 
•  Adjustable sensing range and timeout  • Audible low battery indicator •  Forged brass solenoid valve (control box No. 0 only)
•  Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

and... with... (specify battery or hardwire) with... (add spout required) with... (add outlet required) with... (add control box required) with... (HydroPower™ – add suffix -HP if required – See Back Page)

   with... (transformer – specify separately – See Back Page) 

590T0120

SPOUT & SENSOR
OUTLET

CONTROL BOX

Base Model with  Surface Mount Housing*SEE Specification Drawing #13 (2)
For RECESSED MOUNTING Components ASSEMBLED in  10" Box w/S/S Cover.* SEE Specification Drawing #14

Vandal Resistant 1.5 USGPM (5.7 L/min.) Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 1.5 USGPM (5.7 L/min.) Flow Control Aerator

Single Hole  
Deckmount Hi-Rise Spout  with Integral Sensor

Deckmount Hi-Rise Spout  with Integral Sensor and  4" Forged Coverplate

Vandal Resistant 0.5 USGPM (1.9 L/min.)Flow Control Non-Aerating Spray Outlet

Vandal Resistant 1.0 USGPM (3.8 L/min.)Flow Control Non-Aerating Spray Outlet

Deckmount Hi-Rise Spout  with Integral Sensor and  8" Forged Coverplate
For RECESSED MOUNTING Components & Thermostatic Mixing Valve ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #16

For RECESSED MOUNTING Components & Mechanical Mixing Valve (1) ASSEMBLED in 10" Box w/S/S Cover.  SEE Specification Drawing #15

 DESCRIPTION 
  PRODUCT NO.

 Hardwire 
590T0

 Battery Operated 
590T1 Hardwire with Battery Backup 590T0

-BB

To specify as separate rough-in and trim –  see back of this page

Engineer/Architect Approval

Model Specified:

Approval: Date:
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.
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CDSP–21C Page 1.C.1

See Series 27C4, 27C5 for 4" Gooseneck Spout Centersets.  (1) H & C Temperature Indicator available. Add suffix –TI. Flow Rates are at 60 PSI.
Refer to www.specselect.com for individual models. Note: Use this page front and back as a product submittal sheet.

Specification: (example)
•  HEAVY DUTY CAST BRASS centerset faucet
• 102mm (4") centers, two handle 
• Polished chrome plated finish with polished underspout
• Metal hold-down package
•  Color indexed metal handles with 

vandal resistant screws
• CER-TECK® 1/4 turn ceramic structures
and … with … (add product variation required)

with … (add outlet required)
with … (add handle required)
with … (add suffix -TI if required – See Back Page)

Cast Centerset Faucets  
4" Centers

21C14421C143 

HANDLEOUTLETPRODUCT VARIATION

Standard Product  
With Chain Stay
Less Plug & Chain

Standard Product
Less Pop-up
(No Pop-up Hole)

Standard Product
With Metal Pop-up

Standard Product  
with Cast Open 
Grid Strainer
(No Pop-up Hole)

Standard Product  
With Cast Offset 
Open Grid Strainer  
(No Pop-up Hole)

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Standard 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Vandal Resistant 
0.5 USGPM (1.9 L/min.) 
Flow Control 
Non-Aerating Spray Outlet

Five Flute Handles

102mm (4")  
Hooded Blade
Handles (1)

76mm (3")
Lever Blade
Handles (1)

102mm (4")  
Blade Handles,  
Sanitary Hoods (1)

152mm (6")
Wrist Handles,
Sanitary Hoods

76mm (3")
Self-Closing  
Lever Blade Handles

Five Flute
Self-Closing Handles

DESCRIPTION PRODUCT NO.
 4" Centerset Faucet 21C

4

®

Page 4.C.1

Flow Rates are at 60 PSI.

Note: Use this page front and back, with specification drawing page referenced above, as product submittal sheets.

Battery (4 ‘C’ cell) or 
Battery (4 ‘C’ cell) or 
Battery Hardwire (24 VAC) infrared electronic handwash system

• H2Optics® technology – no external adjustments required

 (4 ‘C’ cell) or  technology – no external adjustments required

 (4 ‘C’ cell) or  (24 VAC) infrared electronic handwash system
 technology – no external adjustments required

 (24 VAC) infrared electronic handwash system
• Chrome plated one piece 

 technology – no external adjustments required
Chrome plated one piece 

 technology – no external adjustments requiredCAST Hi-Rise spout with integral sensor 

 technology – no external adjustments required Hi-Rise spout with integral sensor 

 technology – no external adjustments required•  Adjustable sensing range and timeout  

Chrome plated one piece Adjustable sensing range and timeout  

Chrome plated one piece  Hi-Rise spout with integral sensor 
Adjustable sensing range and timeout  

 Hi-Rise spout with integral sensor • Audible low battery indicator 

Adjustable sensing range and timeout  Audible low battery indicator 

Adjustable sensing range and timeout  •  Forged brass solenoid valve (control box No. 0 only)

Audible low battery indicator orged brass solenoid valve (control box No. 0 only)

Audible low battery indicator 
• Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

orged brass solenoid valve (control box No. 0 only)
Tempered water supplied to solenoid valve, (except control box options No. 0 and 1)

orged brass solenoid valve (control box No. 0 only)

590T0120

CONTROL BOXCONTROL BOX
CONTROL BOXCONTROL BOX
CONTROL BOX

Specification Drawing #13 (2)

Mechanical Mixing Valve (1) 

Engineer/Architect Approval

Model Specified:

Approval: Date:
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.

®

CDSP–21C Page 1.C.1

See Series 27C4, 27C5 for 4" Gooseneck Spout Centersets.  (1) H & C Temperature Indicator available. Add suffix –TI. Flow Rates are at 60 PSI.
Refer to www.specselect.com for individual models. Note: Use this page front and back as a product submittal sheet.

Specification: (example)
•  HEAVY DUTY CAST BRASS centerset faucet
• 102mm (4") centers, two handle 
• Polished chrome plated finish with polished underspout
• Metal hold-down package
•  Color indexed metal handles with 

vandal resistant screws
• CER-TECK®CER-TECK®CER-TECK  1/4 turn ceramic structures
and … with … (add product variation required)

with … (add outlet required)
with … (add handle required)
with … (add suffix -TI if required – See Back Page)

Cast Centerset Faucets 
4" Centers

21C14421C143

HANDLEOUTLETPRODUCT VARIATION

Standard Product 
With Chain Stay
Less Plug & Chain

Standard Product
Less Pop-up
(No Pop-up Hole)

Standard Product
With Metal Pop-up

Standard Product 
with Cast Open 
Grid Strainer
(No Pop-up Hole)

Standard Product 
With Cast Offset 
Open Grid Strainer 
(No Pop-up Hole)

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Standard 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Vandal Resistant 
0.5 USGPM (1.9 L/min.)
Flow Control
Non-Aerating Spray Outlet

Five Flute Handles

102mm (4") 
Hooded Blade
Handles (1)

76mm (3")
Lever Blade
Handles (1)

102mm (4") 
Blade Handles, 
Sanitary Hoods (1)

152mm (6")
Wrist Handles,
Sanitary Hoods

76mm (3")
Self-Closing 
Lever Blade Handles

Five Flute
Self-Closing Handles

DESCRIPTION PRODUCT NO.
4" Centerset Faucet 21C

Engineer/Architect Approval

Model Specified:

Approval: Date:
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
Dimensions are for reference only. See current full-line price book or www.specselect.com for finish options and product availability.

®

CDSP–21C Page 1.C.1

See Series 27C4, 27C5 for 4" Gooseneck Spout Centersets.  (1) H & C Temperature Indicator available. Add suffix –TI. Flow Rates are at 60 PSI.
Refer to www.specselect.com for individual models. Note: Use this page front and back as a product submittal sheet.

Specification: (example)
•  HEAVY DUTY CAST BRASS centerset faucet
• 102mm (4") centers, two handle 
• Polished chrome plated finish with polished underspout
• Metal hold-down package
•  Color indexed metal handles with 

vandal resistant screws
• CER-TECK® 1/4 turn ceramic structures
and … with … (add product variation required)

with … (add outlet required)
with … (add handle required)
with … (add suffix -TI if required – See Back Page)

Cast Centerset Faucets  
4" Centers

21C14421C143 

HANDLEOUTLETPRODUCT VARIATION

Standard Product  
With Chain Stay
Less Plug & Chain

Standard Product
Less Pop-up
(No Pop-up Hole)

Standard Product
With Metal Pop-up

Standard Product  
with Cast Open 
Grid Strainer
(No Pop-up Hole)

Standard Product  
With Cast Offset 
Open Grid Strainer  
(No Pop-up Hole)

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Laminar w/Agion® 

Antimicrobial 

Vandal Resistant 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Standard 
1.5 USGPM (5.7 L/min.) 
Flow Control Aerator

Vandal Resistant 
0.5 USGPM (1.9 L/min.) 
Flow Control 
Non-Aerating Spray Outlet

Five Flute Handles

102mm (4")  
Hooded Blade
Handles (1)

76mm (3")
Lever Blade
Handles (1)

102mm (4")  
Blade Handles,  
Sanitary Hoods (1)

152mm (6")
Wrist Handles,
Sanitary Hoods

76mm (3")
Self-Closing  
Lever Blade Handles

Five Flute
Self-Closing Handles

DESCRIPTION PRODUCT NO.
 4" Centerset Faucet 21C
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Pour en apprendre plus :

deltacommercialfaucets.com
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B U L L E T I N  C O M M E R C I A L 

LA SÉRIE DES SOUPAPES DE CHASSE D’EAU 
ÉLECTRONIQUES 81T AVEC LA TECHNOLOGIE H2OPTICSMD

LA SÉRIE DE  
SOUPAPES DE CHASSE  
D’EAU MANUELLES  
DE LA SÉRIE 81T

LA SÉRIE DES 
SOUPAPES DE  
CHASSE D’EAU 
ÉLECTRONIQUES 
DISSIMULÉES 1600T

Des questions? 
Veuillez contacter Peter Ashton,  
gestionnaire du développement  
des ventes commerciales  
pour Masco Canada   
905-712-3030 

pashton@mascocanada.com

AVOIR LA FLEXIBILITÉ D’AJUSTER  
LE DÉBIT EST ESSENTIEL, CAR AUCUN 
APPAREIL SANITAIRE N’EST IDENTIQUE 
À UN AUTRE

La caractéristique intelligente EZ AdjustMC s’adapte à des 
exigences de volumes variés de chasse d’eau avec un simple 
tour d’une vis de réglage externe.Cette caractéristique est 
comprise sur un grand nombre de soupapes de chasse d’eau 
électroniques et manuelles des séries 81T, 83T et 1600T.

La caractéristique intelligente EZ Adjust permet aux soupapes 
de chasse d’eau de Delta d’avoir un rendement constant avec 
un vaste assortiment d’appareils, y compris un réglage de 
précision comme l’exigent souvent les designs complexes des 
cuvettes. La vis de réglage externe permet de régler le débit 
sans avoir à désactiver les canalisations d’eau ou d’interférer 
avec les pièces intégrées. La plage de réglage de chasse 
d’eau est de 0,5 Lpc (0,125 gpc) jusqu’à 13 Lpc (3,4 gpc). 
Nos soupapes de chasse d’eau avec cette caractéristique  
sont économiques, car il n’est pas nécessaire de remplacer 
les diaphragmes ou les pistons pour régler le débit d’eau.  
Ce design intuitif de la caractéristique intelligente EZ Adjust 
vous donne la flexibilité nécessaire pour répondre à vos 

besoins personnels.

LA CARACTÉRISTIQUE 
INTELLIGENTE EZ ADJUST 

EZ
 
ADJUST MC


