






In-Line Style
T1913 (Special Use Only)

C.P. In-line dual check vacuum breaker, 3/8" M.I.P. inlet,
3/8" F.I.P. outlet

77076 (Used for -9 Models)
C.P. In-line dual check vacuum breaker, 3/8" F.I.P. inlet and 3/8"
M.I.P. outlet. This model is provided as standard with “-9” faucet
series

Purpose:
To prevent back-siphonage of contaminated water into a potable
water supply. These devices are NOT to be used under continuous
pressure (ie., There cannot be a downstream shutoff valve).

Features:
• Dual check preventing discharge of waste water if primary

check fails
• Vandal resistant
• Above average flow rates and lower pressure losses
• Brass construction

70327 (Special Use Only)
C.P. In-line dual check vacuum breaker, 3/8" F.I.P. inlet and outlet

Purpose:
To prevent back-siphonage of contaminated water into a potable
water supply. This device CAN be used under continuous or
intermittent pressure (ie., There can be a downstream shutoff valve
and the outlet of the hose can be used above the vacuum breaker).

Features:
• Dual check preventing discharge of waste water if primary

check fails
• Vandal resistant
• Above average flow rates and lower pressure losses
• Brass construction

Atmospheric Style
T1295 (Used for -10 and -12 Models)

C.P. atmospheric vacuum breaker with 3/8" F.I.P. inlet and outlet.
This model is provided as standard with “-10” faucet series

Purpose:
To prevent back-siphonage of contaminated water into a potable
water supply. This device is NOT to be used under continuous
pressure (ie., There cannot be a downstream shutoff valve), or
where there is a possiblity that a back pressure condition may
develop (ie., The vacuum breaker must always be at least 6" above
the highest point of the outlet of the attached hose).

Features:
• Ideally recommended for low flow installations such as

laboratory equipment which use a small amount of water
• Lightweight disk assembly prevents spilling under all rates of

flow
• Single check
• Durable silicone disk allowing high heat and water hammer

shock resistance
• Provides superior performance when used with aspirator

assemblies
• Brass construction

77076
T1295

Vacuum Breakers
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Vacuum Breakers

DSP–VB
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Approvals and Standards Met:
®


T1913
In-line dual check vacuum breaker

77076
In-line dual check vacuum breaker

70327
In-line dual check vacuum breaker 
(continuous pressure applications)

T1295
Atmospheric vacuum breaker

Atmospheric: In-Line:

In-line: T1913/77076 CSA certified to
B64.7 with compliance to ASSE 1035

70327 CSA certified to B64.8 with
compliance to ASSE 1035

Atmospheric: T1295 CSA certified to
B64.1.1 with compliance to ASSE 1001

Note: Measurements may vary ± 6mm (0.25'')

Note: All vacuum breakers require regular maintenance,
cleaning, and servicing to ensure proper performance. 
To obtain internal repair parts for the above, contact Watts
Regulator with the Watts model numbers shown below.

Watts #
T1913 3/8 NLF9
T1295 3/8 288A
70327 3/8 N9
77076 3/8 NLF9R

Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue models, both without notice or obligation.
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Features:
• Adjusting faucet flow rates give close control of vacuum drawn

through entire range (to within 25 mm (1") of mercury)
• All brass construction
• High polish C.P. finish

77422
Aspirator with 3/8" F.I.P. inlet, splash diffuser at discharge port,
serrated hose-end connection at suction port. 
77423
Aspirator with 3/8" F.I.P. inlet, both suction and discharge ports
have serrated hose-end connection. This model is provided, along
with VB spout, with “-12” faucet series

77422

77423

77422
Filter pump with diffuser

77423
Filter pump

Note: Measurements may vary ± 6mm (0.25'')

Aspirators (Filter Pumps)
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W6870

W6873

Balance Bar Rod and Base

DSP–77423

Refer to www.specselect.com for individual models.

Note: Measurements may vary ± 6mm (0.25'')
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Spout Outlets
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060257A
Hose End

W6878
Flow control aerator

T3265
Adaptor

70429
Adaptor

77158
Vandal resistant flow control aerator

77142
Flow control aerator

Note: Measurements may vary ± 6mm (0.25'')



Connection Fittings

DSP–Outlet

Refer to www.specselect.com for individual models.

Shanks
T2714A-1 to T2714A-8

T2714-1 Only

Standard 3/8" Shanks and Options

X Y
Part No. mm inch mm inch

T2714A-1 113 4.44 80 3.13
17117 103 4.06 84 3.31
T2714A-2 83 3.25 65 2.56
T2714A-3 60 2.38 44 1.75
T2714A-4 46 1.81 32 1.25
T2714A-7 70 2.75 56 2.19
T2714A-8 33 1.31 19 0.74
T2714-1 113 4.44 80 3.13
060501A 51 2.00 36 1.43
060502A 76 3.00 62 2.43

Length
Part No. mm inch

T3009-31 25 1
T3009-32 38 1.5
T3009-33 51 2
T3009-34 64 2.5
T3009-35 76 3
T3009-36 89 3.5

Length
Part No. mm inch

T3009-37 102 4
T3009-39 127 5
T3009-40 140 5.5
T3009-46 165 6.5

Chrome Plated Brass Nipples
3/8" I.P.S., threaded both ends

Note: Measurements may vary ± 6mm (0.25'')

PART NUMBER 17117 T2714-1 T2714A-1 T2714A-2 T2714A-3 T2714A-4 T2714A-7 T2714A-8 060501A 060502A
OVERALL LENGTH (4.06") (4.44") (4.44") (3.25") (2.38") (1.81") (2.75") (1.31") (2.0") (3.0")
SERIES Suffix W — Suffix L Suffix M Suffix N Suffix P Suffix U Suffix V Suffix Q Suffix T

W6210-W6228 2.46 2.84* 1.65 1.15 1.40

W6270-W6279 3.56 3.94 2.75 1.88* 1.31 2.25 .81 1.50 2.50

W6350 2.46* 2.84 1.65 1.15 1.40

W6381 3.56 3.94 2.75 1.88 1.31 2.25* .81 1.50 2.50EX
PO

SE
D

 L
EN

G
TH

*Standard Shank Supplied (no suffix required)
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Connectors
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Note: Measurements may vary ± 6mm (0.25'')

180001A
Adaptor for 1/2" OD tube connection

77052
Elbow Connector (shown)
30365 
3/8" Elbow only (machined)
30365-1
3/8" Elbow only 
– chrome plated

W6916 
C.P. flange and 3/8" F.I.P. coupling

17104
3/8" F.I.P. coupling only 

Brass Collar

060199A
Rigid/Swivel Collar Pkg. 

30366-1
C.P. 3/8" F.I.P. Tee

Polypropylene Collar

180002A
Nut & Washer for 3/8" Shank
180064A
Nut & Washer for 1/2" Shank with tail

180003A
1/4" I.P. tail and coupling nut for 3/8" NPS shank

180004A
1/4" I.P. tail and coupling nut for 1/2" NPS shank

180005A
Ball sleeve and coupling nut to slip 1/2" O.D. tube



Turrets
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Note: All tapped holes for 3/8" NPT

T1340-1
Tapped one side

T1340-2
Tapped two sides at 90°

T1340-5
Tapped two sides at 180°

Note: Measurements may vary ± 6mm (0.25'')



Structures
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060144A
12 pieces of
Compression/Needle
CP renewable brass
seat (replaces 17166
and W16500
renewable seat)

060443A
Long Renewable Seat

W6980
Compression structure 
(to 1977)

77171-1
Celcon Needle
Structure
(replaces 77063-1
needle structure)

060047A 
Teck® Lab Compression
Structure (RH) and renewable
seat (replaces W6991)
060048A 
Teck® Lab Compression
Structure (LH) and
renewable seat

180055A 
(for W6303 only)
Stainless Steel Needle
structure and long seat

Features:
• Self-centering needle cone
• Excellent functionality at both

hot & cold extremes
• Brass renewable seat

180099B
Short Renewable Seat

060060A
RH C.P. brass Tuf-Teck
structure with renewable seat
060061A
LH C.P. brass Tuf-Teck
structure with renewable seat

Features:
• Threads engaged at all times

for long life
• Threads are permanently

lubricated and outside the
waterway, eliminating thread
seizing

• Nickel-chrome plated brass
capnut resists corrosion

• Gasket seal fully encased
• Double BUNA N neoprene

‘O’ ring seals
• Stainless Steel seat washer

screw
• Nickel-chrome plated

renewable brass seat
• Heavy-duty stem for extra

strength, long life, and
maximum corrosion resistance

• Supplied as standard with
76405-1 & 76406-1

Features:
• Superior flow control
• Celcon needle is easily

replaceable
• Stainless Steel seat

washer screw

Features:
• Life tested to

500,000 cycles
• Stem threads are

permanently lubricated
and outside the
waterway, eliminating
thread seizing

• Stainless Steel seat
washer screw

• Nickel chrome plated
renewable brass seat

Note: Measurements may vary ± 6mm (0.25'')



Optional Handles
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Features:
• Sani-guard required along with

Tuf-Teck structure when either
76406-1 or 76405-1 is
specified (2 per pack)

Lab Handles
W6968_____
Standard black plastic handle, screw

W6971_____
2 arm Teck® handle and screw

Institutional Handles

• Coloured plastic handle, screw and index
180056A – GAS (blue) 180059A – VAC (yellow)
180058A – AIR (orange) 180060A – CW (green)

T1278 Series
Plastic index button 
(see pg 10.ii for complete model numbers)

T3899
Plain chrome plated button (no index)
W6973
C.P. Button with custom index 
(max. 3 letters/numbers stamped on button)

060046A
2-3/4" lever blade handle with
screw, red & blue index

060050A
5-fluted handle with screw, red
& blue index

Features:
• Requires less then 5 lbs. to operate
• Single handle per pack

Features:
• Single handle per pack

76406-1

Features:
• 6" wrist handle with screw, red & blue index
• Requires less than 5 lbs. to operate
• Single handle per pack
• Requires 060037A saniguard (2 per pack)

76405-1

Features:
• 4" wrist handle with screw, 

red & blue index
• Requires less than 5 lbs. to

operate
• Requires 060037A Sani-guard

(2 per pack)
• Single handle per pack

060037A

Note: Measurements may vary ± 6mm (0.25'')




